


Databases
ergonomics for your weighing process

The IT structure of X2 series balances is based on structural databases. 
Freely programmed database content favours the creation of a dedicated 
information network, wherein the network precisely suits the nature  
of any performed process.

Databases comprise the following components:
•	 100 users
•	 100 packaging types
•	 100 warehouses
•	 100 formulations
•	 200 formula reports
•	 500 density reports
•	 1 000 customers
•	 5 000 products
•	 50 000 weighings
•	 500 000 ALIBI records

Communication
interfaces

With various means of communication, the possibilities of X2 series 
balances are even more enhanced when it comes to information 
storage. Standard cable connections are realized via USB-A and USB-B  
or RS 232 ports. Every single RADWAG-manufactured software offers 
option of Wi-Fi®.



Data archiving 
and exchange

The USB interface facilitates the transfer of reports  
on processes and partial weighing to peripheral devices.  
This is especially useful for archiving and monitoring purposes.  
In addition, the USB interface allows copying of input databases. 

Option of exporting data 
from ALIBI memory  
to your balance.

ALIBI Reader PC software enables the user 
to overview all weighings recorded in balance 
memory.  The software allows printout   
of selected data and preparation  
of PDF and CSV (Excel) reports.

Data safety
and monitoring

Protecting data
user authorization levels

Three different authorization levels provide restricted access  
to confidential information for particular groups of users.  
An administrator manages authorization levels.

ALIBI memory
secure storage of measurements

ALIBI memory offers effective data protection, and it allows  
500 000 weighings. This guarantees safety and continuity of your 
vital data stored over long period of time. 



All X2 balances cooperate with computer printers supporting PCL 
standard. Communication between the devices is established via USB 
or RS 232 interface. 

RAD-KEY PC Software is designed to acquire  
your balance data, with the use of special 
HotKey, which is then entered into an active 
spreadsheet cell.

R-Lab software enables scale preview  
and generating both weighings  
and statistics graphs.

Sample report 
divided into three 
configurable 
sections: header, GLP 
printout and footer.

Reports
and printouts

Customized
reports

X2 series balances offer reports comprising three customized 
sections. As a user you have the green light for free modification  
of each section content.

Printouts
of measurements sent to PC software

Measurements carried out by X2 series balance can be transferred 
directly to R-Lab and RAD-KEY PC software. 





AS X2 PS X2 WLC X2
Maximum  
capacity [Max] 60 g - 310 g 0.2 kg - 10.1 kg 0.2 kg - 21 kg

Readability [d] 0.01 mg - 0.1 mg 1 mg - 100 mg 1 mg - 1000 mg

Weighing pan  
dimensions

ø90 mm, ø100 mm, 
ø85 mm (option)

128 × 128 mm,
195 × 195 mm

ø100 mm, 128 × 128 mm, 
195 × 195 mm

Stabilization time 3.5 s - 6 s 1.5 s - 2 s 2 s - 4 s

Adjustment Internal Internal Internal

Display 5” colour capacitive  
touchscreen

5” colour capacitive  
touchscreen

5” colour capacitive  
touchscreen

Communication
Interfaces

USB-A, USB-B,  
2×RS232, Ethernet, Wi-Fi®

USB-A, USB-B,  
2×RS232, Ethernet, Wi-Fi®

USB-A, USB-B,  
2×RS232, Ethernet, Wi-Fi®

Optional equipment
•	 Barcode readers,
•	 PCL printers,
•	 USB keyboard,
•	 PC Software: R-Lab, RAD-KEY and ALIBI Reader,
•	 Under-pan weighing rack,
•	 Anti-vibration tables,
•	 Draft shield,
•	 LCD WD-6 display,
•	 Density determination kit for solids and liquids.

Technical specification 

MA X2.A, MA X2.IC.A
Maximum  
capacity [Max] 50 g - 210 g

Readability [d] 0.1 mg - 1 mg

Weighing pan  
dimension ø90 mm, h = 8 mm

Moisture readout 
accuracy 0,0001 % - 0,001 %

Drying temperature 
range max 160°C, max 250°C (opcional)

Adjustment External (MA X2.A),  
Internal (MA X2.IC.A)

Heating module IR emitter, halogen (option),  
metal heater (option)

Display 5” colour capacitive  
touchscreen

Communication 
Interfaces

USB-A, USB-B,  
RS232, Ethernet, Wi-Fi®

Automatically opened 
drying chamber YES

PC Software
•	 R-Lab - Scales preview, weighings graphs and statistics graphs. 
•	 RAD-KEY - Capturing balance data, inserting the data into a spreadsheet cell. 
•	 ALIBI Reader - Capturing balance data recorded in ALIBI memory. 

Optional equipment accessibility is conditioned by a particular model.

Read QR code
         and view complete
                 technical specification
                           of all X2 series balances




