
12’ Heavy Duty Extractor Arm 
Model # SS-012-HDA
The 12’ Heavy Duty Extractor Arm provides a flexible and rigid 
source capture fume extraction arm designed to mount to a Sentry 
Air Systems air filtration unit, a fume extraction stand, or a wall mount 
bracket. The Heavy Duty Extractor Arm is completely self-support-
ive with a rigid hinged segment that provides mechanical support 
and the ability to hold any angle from vertical to 90 degrees without 
assistance. 

The Heavy Duty Extractor Arm can be used for high heat applications 
such as welding and soldering, as well as chemical fume control, 
light powder extraction, and a variety of other procedures performed 
in laboratory, manufacturing, construction, and medical industries. 

The Heavy Duty Extractor Arm is also available in 7’ and 10’ lengths 
with single or dual arm configuration. The 12’ Heavy Duty Extractor 
Arm can be rotated 360° when in a single arm configuration on 
500 and 550 units. For dual arm configurations, the 12’ Heavy Duty 
Extractor Arm has a 180° radial access. The Heavy Duty Extractor 
Arm is also available in an inverted configuration to allow mounting 
to a fume extractor stand [SS-091-FES] or wall mount bracket to save 
benchtop and floor space. 
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12’ Heavy Duty Extractor Arm 

Heavy Duty Extractor Arm  
on SS-500-WFE (10’ pictured)

Dual Heavy Duty Extractor Arm  
on SS-500-D10FA (10’ pictured)

21221 FM 529 Rd, Cypress, TX 77433 
1.800.799.4609  • sales@sentryair.com 
www.sentryair.com

Weight 56 lbs

Extended Arm 
Length 12’ from center of duct

Radial Access

360° without obstruction for single arm  
on Models 500/550

180° on dual arm 500/ 
550 with forklift base

Material

Rigid segment: Aircraft-grade aluminum, 
7” diameter
Flexible segment: Black Flex Sentry™ 
flame-retardant hose
Capture Hood: 13” round powder coat 
aluminum hood

Warranty

Limited two-year warranty from date of 
shipment on defects due to materials or 
workmanship. Not covered by warranty: 
consumable parts, which includes the 
black flex duct at the end of the hose, and 
the internal support device.

Product Specifications

MADE IN 
THE USA

SINCE 1983


